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TO: ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES AND SERVICE CENTERS 
ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES REPRESENTATIVES 


SSC Service Bulletin 


MODEL AFFECTED: MA-337 INSTALLED IN TRH-202 
1. Modify the MA-337 board as follows: 


epee olaces U2.3uwith 100 ohm, 1/8W, 5% resistor (Regency 
P/N 4704-0101-031). 

Dime GCitMEOpr Lead 7OLARZ25. 

ec. Install 4.7uF @ 10V electrolytic cap (Regency P/N 
1513-0479-001), neg. to one side of R1217, pos. to one side 
of newly-added 100 ohm resistor, as shown invdiLagran’. 


PomeingtalleMA—3371nsnormal option board Location, then bend 
in at top to prevent chance of rear-mounted components 
shorting to*chassis. 


pemGonmecteblack wire trom "GND" pin’ to "GND" pin (8"). 

Eemeconnecterca wire from “Pl"*pin to "P1" pin C4 Soe 

Come onnecu orange wire from’ K5 to K5 pin, (4"). 

d. Connect yellow wire from AM pin on option board and 
solder other end to JU213 on main board of radio (4"). 

e. Connect shielded wire from A8 on option board and 

Eolidenmotner end to, Pin 1 of 10202 .(4") (Gnd to Pin 3 
Ore ne 202)", 

f. Remove JU216 from main board. 

g. Connect green wire from K26 (K9) pin on option board. 
Solder other end into the inboard hole left by the 
removal of JU216 (5"). 

h. Connect a violet wire from K27 (K8) pin on option 
boaroetovkKg pin ofvradio),.(4"). 


TECHNICAL SERVICE DEPARTMENT 
REGENCY COMMUNICATIONS, INC. 


